
Designed to meet FAA specifications for operational safety, NAC’s 8ft low-profile safety barricades are designed exclusively for airports and 

shipped complete with minimal assembly required. Priced among the most competitive in the industry, NAC barricades are “jet-blast tested” 

at the FAA William J. Hughes Technical Center and come 

equipped with orange and white high intensity reflective 

sheeting for increased safety. Versatile warning flag and 

lighting mounts allow for multiple configurations to meet your 

traffic control and airport safety needs. Made of UV-resistant 

polyethylene plastic, NAC barricades are extremely durable and 

won’t crack or degrade outdoors.

Use NAC’s 8ft low-profile safety barricades to identify:

• Aircraft parking aprons;

• Large liner pavement construction zones;

• Closed taxiways; and

• Much more.

8ft Airport Low-Profile Barricades
Secure Your Airport with NAC’s Safety Barricades

727.538.8744
www.airportnac.com

PRODUCT SPECIFICATIONS

8ft Low-Profile Barricade
• Size: Size: 6” (H) x 6” (W) x 96” (L)
• Weight Empty: 15 lbs
• Weight Full: 120 lbs (Sand) or 72 lbs (Water)
• Gallon Capacity: 6 gallons

Convenient Versatile Safe
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Versatile light mounts accommodate many 
configurations. * lights sold separately

No connecting pins required. Barricades include orange / white high intensity 
reflective sheeting to maximize visibility.

NAC is a certified MBE and SDVSB providing airport services and safety solutions.

AIP ELIGIBLE

NAC’s patented design applies the same principals 
of aerodynamics used in aircraft design.
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Designed to meet both Federal Aviation 
Administration and International Civil 
Aviation Organization performance 
specifications, these low-profile, 
interlocking barricades are used to 
clearly define work zones during airfield 
construction or scheduled maintenance.  
NAC’s barricades are jet blast tested and 
have a patented aerodynamic design. 
The convex shape of the barricade 
allows wind to flow over the top surface, 
keeping it grounded and in place. The 
barricades can be filled with water 
or sand and include highly reflective, 
high-grade sheeting in a diagonal 
design, alternating orange and white. 
To increase the visibility of your closed 
safety area, the barricades can be 
configured with two (2) safety flags and 
three (3) NAC red LED 360-degree solar 
safety lights (sold separately).

* Available in orange or white.

**Stackable for easy storage and 
transportation.

SECURE YOUR AIRPORT WITH NAC’S SAFETY BARRICADES

Use NAC’s 8ft Low-Profile Barricade  
to identify:
• Aircraft Safety Areas
• Large linear pavement construction zones
• Closed taxiways
• And much more

CONVENIENT VERSATILE SAFE DYNAMIC PRESSURE

PRODUCT SPECIFICATIONS

• Size: 96”L  x 6” H x 6”W

• Weight Empty: 15 lbs

• �Weight Full: 120 lbs (sand)/ 
72 lbs (water)

• Gallon Capacity: 7 gallons

NAC’s patented design applies the 
same principals of aerodynamics 

used in aircraft design.

Versatile light mounts  
accommodate many configurations. 

* Lights sold separately

Barricades include orange/white 
high intensity reflective sheeting  

to maximize visibility.

No connecting pins required
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NAC is a certified MBE and SDVSB providing airport services and safety solutions.
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3M ORANGE HIGH REFLECTIVE 
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NOTES:
BARRICADE CONSTRUCTED OF HIGH IMPACT, UV-RESISTANT 1.
POLYETHYLENE AS MANUFACTURED BY NEUBERT AERO CORP. 
(1-727-538-8744) OR SIMILAR APPROVED EQUAL.

EACH UNIT SHALL INCLUDE RED SOLAR POWEREDY LIGHT, 18" 2.
ORANGE FLAG AND 3M HIGH REFLECTIVE ORANGE TAPE.

BARRICADES PLACED OUTSIDE OF SAFETY AREA.3.

BARRICADES ARE TO BE PROPERTY OF THE AIRPORT UPON 4.
COMPLETION OF THE PROJECT.
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360 Degree 3-way Red Solar LED Light
S/N: WZL5370 
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Composition UV-resistant polyethylene

Length 96 in.

Width 6 in.

Height 6 in.

Weight Empty 15 lbs.

Weight Full 120 lbs. (sand)/72 lbs. (water) 

Capacity 7 gallons         

Color Safety Orange or Neutral White

Reflective Tape High Intensity Diamon Grade 2.5 in. x 136 in.

Lights Each unit accepts a 2 in. standard thread 360-degree 
Solar Red light S/N: WZL5370 (up to three)

Flags Each unit accepts two 5/8-in. post

Warranty One year warranty covering materials & workmanship.

SPECIFICATIONS


