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NAC-BMN4000BLX-)MODEL: FAA L-893(L)

MEETS FAA PERFORMANCE SPECIFICATIONS  
IAW AC 150/5345-55, ETL VERIFIED
• �X display is adjustable up to 3 degrees in matching runway flight approach paths angle.
• �Flash intervals are controlled for auto controlled and night mode that the RCM signal, 

bright or dim, will flash at a rate of 2.5 seconds on (+/-20%) and 2.5 seconds off  
(+/-20%)using a solid state electronic controller.

DIESEL POWERED GENERATOR
• �Kubota EVAP Generator
• �Low oil pressure automatic shutdown control & Electric start.
• �Anti-vibration generator and control box mounts.
• �Twenty (20) gallon fuel tank( Diesel) for 120 hour operation.
• �GFI with reset.
• �All electronic components UL listed.
• �Certifications
• �ANSI/RVIA EGS-1, 2018: CSA C22.2 No. 100-14: USDA FFS No. 5100-1A/SAE J350

TRAILER
• �Dimensions: 130 in. (L) x 95 in. (W) x 80 in. (H)
• �Weight: 1,962 lbs.
• �DOT Highway compliant.
• �DOT approved brake, taillights, turn signals and side reflectors.
• �Rear mount tow harness and hitch for tandem towing.
• �Four (4)point 5,000 lb. jacks with 13 in, extension and front hitch 1,200 lb.  

trailer jockey wheel.
• �175/80/13 tubeless tires, 13-inch wheels and fenders.
• �Trailer constructed of 1.5 in. x 3 in. rectangular tubing.
• �Power coated battleship gray paint.

MANUALS 

A manual containing illustrated parts lists, operation 
instructions, safety precautions, and routine 
maintenance procedures shall be furnished with each 
unit at the time of delivery, but can be reviewed here

WARRANTY
We shall warrant the above equipment to be free from 
defects in design, materials, or workmanship for a 
period of not less than ninety (90) days.  A copy of 
the warranty shall be furnished at the time of delivery. 
LED panels include a 5 year or 150,000 hour warranty.

DELIVERY
45-60 Days from receipt of order and deposit.
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Standard equipment 4TN4000

Length (mm) 4360

Width (mm) 1430

Height (mm) 1450

Mast height (fully extend,m) 9

Weight (kg) 890

Engine model D1105 (Kubota) KDW1003 (Kohler) 3M78 (Changchai) 380 (Lester)

Frequency (HZ)  50     |    60 50     |    60 50     |    60 50     |    60

Speed (rpm)  1500     |    1800 1500     |    1800 1500     |    1800 1500     |    1800

Continued power (KVA)     6     |    8.5 6     |    7 6     |    8 7     |    9

Number of cylinders 3

Diesel engine characters 4 Cycle, In line, Watercooled diesel

Combustion type E-TVCS Direct injection

Engine aspiration Nature

Emission level Stage2  N.A. Tier4 Stage3 Tier4 N.A. Tier4

Alternator Brush & Single phase

Alternator insulation Class H

Rating voltage (V) 240

Fuel tank capacity 170 liters (45 US Gallons)

Fuel tank operating hours 120 hours

Type of lights Rectangle or Oval metal halide floodlight (E40/E39,local brand)

Number & power of light 4×1000W/4*400W LED

Mast lifting & extension Manually

Mast rotation 330° Manually

Light bar Tlit Manually

Control System Key start or DSE702AS

Stabilizing legs Manually

Leaf spring Axle Leaf spring Axle

Hitch & tow bar Ball or O ring & stable hitch in height

Tire & rim size 14’’

Output Sockets 1 Piece (230V,16A)

Acoustic pressure 72dB (A) at 7meters away

Max load quantity in a 40’ container (sets) 12 or 14
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