Taxiway “X” Closure Marker

TEMPORARY TAXIWAY “X”
CLOSURE MARKER - YELLOW

4 ft.(W) x 30 ft.(L) w/ 6” BLACK Border. Each marker is one
piece and made using ultra-violet resistant vinyl windscreen mesh
material which allow surface winds to flow through the marker
while being held to the surface. Each marker weighs 25 lbs.

NSN 9905-01-494-2925 OPTIONAL STORAGE BAG
*Available with optional red storage bag.
** Also available in 5 ft.(W) x 30 ft. (L) -Yellow that weighs 35 Ibs.

FEATURES

* Single marker with no overlap allows for a perfect
“X” every time.

* Easy to install and holds to the surface using sandbags,
steel stakes or anchor bolts.

* Fully meets Federal Aviation Administration
performance specifications.
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*Lifetime warranty covering materials and workmanship.

SPECIFICATIONS
Total Weight ASTM D-751 oz/yd? 10
Base Fabric Construction - - 11 x 11, 840 Denier
Tensile Strength (Grap) ASTM D-751 lbs. 255 x 230
Tensile Strength (Strip) ASTM D-751 Ibs./in 185 x 160
Tensile Strength (Tongue) ASTM D-751 Ibs. 65 x 55
Low Temperature ASTM D-2136 - -40° F
UV Resistance ASTM G-53 500 Hours
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